
All information (including, but not limited to prices availability, incentives, floor plans, site plans, features, standards and options, assessments, and fees, planned amenities, programs, conceptual artists’ renderings 
and community development plans) is not guaranteed and remains subject to change or delay without notice. Maps and plans are not to scale and all dimensions are approximate. 

Square Feet   3,380
Lot Size   .524 Acres
Bedrooms   4
Bathrooms   3.5

2122 Joe Will Drive
C O L L E G E  STAT I O N ,  T E X A S  7 7 8 4 5
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GENERAL NOTES:

THE BUILDER SHALL VERIFY THAT SITE CONDITIONS ARE CONSISTENT WITH THESE PLANS
BEFORE STARTING WORK.  WORK NOT SPECIFICALLY DETAILED SHALL BE CONSTRUCTED TO
THE SAME QUALITY AS SIMILAR WORK THAT IS DETAILED.  ALL WORK SHALL BE DONE IN
ACCORDANCE WITH INTERNATIONAL BUILDING CODES AND LOCAL CODES.

WRITTEN DIMENSIONS AND SPECIFIC NOTES SHALL TAKE PRECEDENCE OVER SCALED
DIMENSIONS AND GENERAL NOTES.  THE ENGINEER/DESIGNER SHALL BE CONSULTED FOR
CLARIFICATION IF SITE CONDITIONS ARE ENCOUNTERED THAT ARE DIFFERENT THAN SHOWN, IF
DISCREPANCIES ARE FOUND IN THE PLANS OR NOTES, OR IF A QUESTION ARISES OVER THE
INTENT OF THE PLANS OR NOTES.  CONTRACTOR SHALL VERIFY AND IS RESPONSIBLE FOR ALL
DIMENSIONS (INCLUDING ROUGH OPENINGS).

PLEASE SEE ADDITIONAL NOTES CALLED OUT ON OTHER SHEETS.

BUILDING PERFORMANCE:

HEAT LOSS CALCULATIONS SHALL COMPLY WITH THE REQUIREMENTS OF REGIONAL AND
LOCAL CODES.  SEE CALCULATIONS. PORCHES, DECKS, FOUNDATION, FIREPLACE
ENCLOSURES, AND GARAGE AREAS NOT INCLUDED IN LIVING AREA.  ALL EXHAUST FANS TO BE
VENTED DIRECTLY TO THE EXTERIOR.  ALL PENETRATIONS OF THE BUILDING ENVELOPE SHALL
BE SEALED WITH CAULK OR FOAM. 

STRUCTURAL ENGINEER: Engineer's Information Here

DESIGNER:  - 
, 

BUILDER: Builder's Information Here

FRAMING NOTES:

PROVIDE DOUBLE JSTS. UNDER ALL WALLS RUNNING PARALLEL
TO JOISTS.

PROVIDE POSITIVE VENTILATION AT EA. END OF EA. RAFTER
SPACE AT VAULTED CEILING AREAS.

PROVIDE FIRE BLOCKING, DRAFT STOPS AND FIRE STOPS AS PER
I.B.C. SEC. R502.12.

PROVIDE POSITIVE CONECTIONS AT EACH END OF ALL POSTS AND
COLUMNS TO RESIST LATERAL DISPLACEMENT.

ROOF FRAMING / TRUSS NOTES:

TRUSS DRAWING IS FOR ILLUSTRATION ONLY.  ALL TRUSSES SHALL BE INSTALLED &
BRACED TO MANUFACTURERS DRAWINGS & SPECIFICATIONS.

ALL TRUSSES SHALL CARRY MANUFACTURERS STAMP.

ALL TRUSSES WILL NOT BE FIELD ALTERED WITHOUT PRIOR BUILDING DEPT.
APPROVAL OF ENGINEERING CALCULATIONS.

ALL TRUSSES SHALL HAVE DESIGN DETAILS & DRAWINGS ON SITE FOR FRAMING
INSPECTION.

ALL CONNECTIONS OF RAFTERS, JACK OR HIP TRUSSES TO MAIN GIRDER TO BE
PROVIDED BY TRUSS MANUFACTURER.

ALL ROOF FRAMING 24" O.C.

ALL OVERHANGS 16".

INSTALL POLYISOCYANURATE FOAM TYPE INSULATION AT FLOOR AND PLATE LINES,
OPENINGS IN PLATES, CORNER STUD CAVITIES AND AROUND DOOR AND WINDOW
ROUGH OPENING CAVITIES.

ATTIC VENTILATION: REQUIRED ABOVE HOUSE.

MIN. SNOW LOAD 50 LBs PER SQUARE FOOT.

WALL HEADERS: (2) 2 X 10 DF 2 TYP. UNO

ROOF & FLOOR TRUSS MANUFACTURER: _______________________
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